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STATIC TEST PROGRAMS

Threshold Test 10-2, 24-2, 30-2, 60-4, 24-2C
Macula, Nasal step

Screening Test C-40, C-64, C-76, C-80
C-Armaly, P-60, Nasal step
FF-81, FF-120, FF-135

FF-246, FF-Armaly

StaticTest

Programs Special test program Esterman Monocular
Esterman Binocular

Superior 36, Superior 64
Horizontal View Angle Check
Blind Zone Test

Driver Quick Test

Driver test, CV-100

STANDARD GOLDMANN WHITE-ON-WHITE PERIMETER
Full compliance with Goldmann standards.
White stimulus presented on a white background.

AUTO EYE RECOGNITION AND PUPIL DIAMETER
MEASUREMENT

The system automatically recognizes OD/OS and alerts the operator,
helping to prevent operational errors before and during testing.

Automatic pupil diameter measurement provides a reference value for
correcting visual errors and improving OD/MD accuracy.

AI-CONTROLLED CHIN REST AND FOREHEAD REST
Intelligent and fully automated chin rest and forehead rest system that
enables automatic alignment of the patient's eye position.

Synchronized movement of the chin rest and forehead rest
ensures patient comfort and testing accuracy.

VOICE GUIDANCE

Instructs the examinee on how to cooperate before the test.
Provides voice guidance throughout the entire examination process.

BLUE-ON-YELLOW TEST (SWAP)

Specialized Glaucoma Testing Mode
(Available only on the S40ptik VF-1)

DICOM
Supports patient information upload and download operations.

DOUBTED POINTS RECHECK

Ideal for clinical use.
Confirms values at unreliable test points without requiring a complete
retest. Saves significant time by avoiding unnecessary full-test repetitions.

Software Representation

KINETIC TEST PROGRAMS

Standard Program

Blind Spot Map
L
Test
Programs

Scotoma Map

Static Points Single

Straight

S40ptik VF-1 Series S40ptik VF-1 Series Exclusive

S40ptik VF-1

Visual Field Analyser - Perimetry System
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VISUAL FIELD ANALYSER - PERIMETRY SYSTEM
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Threshold Test o 10-2,24-2,30-2,60-4, 24-2C
e Macula, Nasal step
Screening Test o C-40, C-76, Nasal step
e P-60, FF-81, FF-120, FF-135
Special test program o Esterman Monocular Esterman
® Binocular
® Superior 36
® Blind Zone Test
® Driver Quick Test
® Driver Test, CV-100 Horizontal
® View Angle Check

EFFICIENT TEST STRATEGIES

The S40ptik VF-1 provides multiple test strategies for the operator to choose from, enabling efficient and accurate
visual field testing tailored to each patient's needs.
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I
Threshold Strategy o Full Threshold
o Smart Interactive (SIN)
o Fast Smart Interactive (Fast SIN)
Screening Strategy e Zone?2
Zone 3
o Quantify defects
Strategy Mode of Screening e Age Related
e Threshold related
o Single Stimulus

S40ptik VF-1 Visual Field Analyser - Perimetry Systen
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MULTIPLE FIXATION MONITORING SYSTEM

The S40ptikVF-1 employs multiple fixation monitoring methods simultaneously to ensure accurate and reliable test
results throughout the examination.

03

MULTIPLE FIXATION MONITORING

—
e e
Heijl/Krakau Blind Spot Monitor Traditional blind spot monitoring method

‘ideo Eye Monitor Continuous video-based eye position monitoring

System Alarm Automated alarm system for fixation loss detection
Head Tracking Real-time head position tracking and correction
Advanced gaze position tracking throughout test

Gaze Tracking

Auto Eye Position Calibration Automatic calibration of eye position before testing

Gaze Tracking Curve

Gaze Tracking Curve

A

<« ||| »

v

Eye Tracking Auto/Manual Headrest Control Optional

S40ptik VF-1 Visue
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VISUAL FIELD ANALYSER - PERIMETRY SYSTEM

SOFTWARE REPRESENTATION
CLASSIC TEST REPORT

Test report in Classic type format can be easily read and understood by doctors worldwide.

Monocular Reports*
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Doctor:

Doctor:

* Binocular reports are available for specific programs
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US DISTRIBUTOR
Eyefficient

9241 Ravenna Rd, Unit C6
Twinsburg, Ohio, 44087
USA 800-417-8136
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	VISUAL FIELD ANALYSER · PERIMETRY SYSTEM
	STANDARD GOLDMANN WHITE-ON-WHITE PERIMETER
	Full compliance with Goldmann standards.
	White stimulus presented on a white background.

	AUTO EYE RECOGNITION AND PUPIL DIAMETER MEASUREMENT
	The system automatically recognizes OD/OS and alerts the operator, helping to prevent operational errors before and during testing.
	Automatic pupil diameter measurement provides a reference value for correcting visual errors and improving OD/MD accuracy.

	AI-CONTROLLED CHIN REST AND FOREHEAD REST
	Intelligent and fully automated chin rest and forehead rest system that enables automatic alignment of the patient's eye position.
	Synchronized movement of the chin rest and forehead rest ensures patient comfort and testing accuracy.

	VOICE GUIDANCE
	Instructs the examinee on how to cooperate before the test.
	Provides voice guidance throughout the entire examination process.

	BLUE-ON-YELLOW TEST (SWAP)
	Specialized Glaucoma Testing Mode
	(Available only on the S4Optik VF-1)

	DICOM
	Supports patient information upload and download operations.

	DOUBTED POINTS RECHECK
	Ideal for clinical use. Confirms values at unreliable test points without requiring a complete retest. Saves significant time by avoiding unnecessary full-test repetitions.
	Software Representation
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